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CERTIFICATO DI PRODOTTO KQ - KIWA-QUALITY
PRODUCT CERTIFICATE KQ - KIWA-QUALITY

Kiwa Cermet Italia dichiara che i prodotti
Kiwa Cermet lItalia hereby declare that the products

Tubi e raccordi filettati, portacavi, per impianti elettrici antideflagranti a prova di esplosione (AD-PE) Tubi
senza saldatura e saldati in acciaio non legato, zincati

Threated tubes and fittings. For cable conduits for explosion proof electrical installations. Unalloyed steel
seamless and welded pipes, galvanized

Marchio del sistema/System Trade mark: CAYIROVA BORU

Filettatura Diamt_atro n_ominale Spgssore nom_inale Lunghezza L, in mm
Threads Nomlr_1a| diameter Nomlnal_wall thickness Lenghtin mm

Gk (NPS) in mm in mm

1/2 21,3 2,35 From 3200 to 6100 mm
3/4 26,9 2,35 From 3200 to 6100 mm
1 33,7 2,9 From 3200 to 6100 mm
11/4 42,4 2.9 From 3200 to 6100 mm
11/2 483 2,9 From 3200 to 8100 mm
2 60,3 3,25 From 3200 to 6100 mm
21/2 76,1 3,25 From 3200 to 6100 mm

Certificato posseduto da/Certificate owned by: Cayirova Boru Sanayi ve Ticaret A.S
Osman Gazi, Asiroglu Cd. No:170, 41700

Darica/Kocaeli, Turkiye

In base ai test di tipo nonché alle ispezioni periodiche condotte da Kiwa sono ritenuti conformi ai requisiti del
Technical Assessment Guideline, Annex 92 Rev. 00, basato sulla normativa

Based upon type tests and on Kiwa'’s periodic factory inspections the products are considered in compliance with
the requirement of Technical Assessment Guideline K92 Rev. 00, based on the standard

UNI 7683:1977

e quindi il produttore & autorizzato ad apporre sui prodotti il marchio KQ. La validita di questo certificato & soggetta
al risultato positivo delle sorveglianze periodiche.

and consequentially the manufacturer is authorized to put on the products the Mark KQ. The validity of this
certificate is subject to the positive result of periodic surveillance visits

Il presente certificato viene rilasciato in accordo al Regolamento Kiwa Cermet Italia per la Certificazione di prodotto
ed & composto da 1 pagina.

This certificate is issued in accordance with the Kiwa Cermet Italia regulations for Product Certification and consists
of 1 page.

Direttore Divisione Industria/Industry Division Manager
Maurizio Lorenzon
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